


















































































































































































































































































































































































































































Appendix K

Kroy Vinyl Fencing Fire Rating



DUDEK

Kroy Vinyl Fencing Fire Rating

CortminTaed LLC . B
s Derscomers o Certairifeed
~ackmon, B 45703 AT G ORI
SV TERY1ES

Diecemoer 4, 2019
Product Compliance Mamo

Fe:  CerainTesd BufMech Fence and Everdaw Decll and Ralling Products
Fire Properiles of Extrugded Products

CenznTesd Bultiech Fencs and Evertew Deck 2nd Raling extruded products, and or matenal
uEed In thelr manutacture, Nave besn tested In ascordance with and comaly with the Toiowing fire
standargs ( classMcatons;

Flama Spraad Rating'

ASTM S-E£ Standard Test Meihad for Zedfece Burning Characiensiics of Buiding Matanals
When tesizd In accordance Wi ASTM E-34, CerfainTeed Bufffech and SverMew extrudes
producis exnibited 3 Flame Spread index of 15, complying with the requirements for 3
Class A, Flame Spraad Classhication as prescribed oy the 2015 and 2018 BC / IRC, and
2017 Florda Bullding Code.

Ignitlon Temperature®

ASTM D1923, Standarg Tes! Mefhed for Delfermining gnitlon Temperature of Fi2snc.
Exinrded maienial used i the manuaciure of CenanTesd Gulfiech and Everdeaw products,
testad In acconrdance with ASTM D325, provided vaiues for Seif-lgnitian ¢ Fiash Ignizion
temperaturas of STEF MATDRC)/ TI4°F [390°C | respectively

Rata of Burn®

ASTM D635, Srandard Test Method for Rede of Burmn and/or Exfent and Time of Buming of
Flastizs, Wnen testad In accordance with 2T DEIZ, extrudsd material pead In e manufaciure
of CerainTeed Bufftech and Sverdew producs sxiibtad Mo Sustained Bum, meeting the
requinement for @ Class SO plastic, and can be conslisres seif-xiinguishing.

For Inquireg ar adationa: Informatlon reganding the abowe communication, piease contast us.

Rt Saxton, A1
Complance and Techics Sanites Manager
CapaiTesd LLC

" trmarins. Rupoe b GEOTA 0012974, casm Fervmrreme 37, 30T
2 irdacias Raged Ko TSR 00040 dSeded Jaramsy 12 5

This Praduct Cormpisras Meme a2 s misoraizy provided hares by CEmarTees doas oo & BPRTIRTESTRaN of
. podis for 8 Epecifc oae appicsfon or ramlstoe, Rl et e oo mimmm-m.armb)md ad wecs fze rere
mrngant fan TatninTesd s sondshed Fersture o thin mama aiats ane looal cods recsremants W Bl pracadancs Raferis CemsinTesd s pobdahed
inmisfarion Gaidea e apacis prodad mgEerends.

Tidwes o i d oo

12170
K-1 April 2022



Appendix L

OSFM Approved Hoover Fire X Treated Wood Sheet



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 2520-1701:0100 Page 1 of 1
CATEGORY: 2520 -- TREATED LUMBER
LISTEE: HOOVER TREATED WOOD PRODUCTS, INC.154 WIRE ROAD, THOMSON, GA 30824

Contact: Chris Athari (706) 755-5350 Fax (706) 595-6600
Email: cathari@frtw.com

DESIGN: Treated Lumber with EXTERIOR FIRE X. Products are pressure impregnated with
"EXTERIOR FIRE X" fire retardant chemical. EXTERIOR FIRE X covers the following types of
lumber: Douglas Fir, Southern Yellow Pine, Western Red Cedar, and Redwood Lumber.
Refer to listee's printed installation instructions for additional detailed product description and
constructions.

RATING: Douglas Fir: 15 Flame Spread; 30 Smoke Developed
Southern Yellow Pine:15 Flame Spread; 50 Smoke Developed
Western Red Cedar:10 Flame Spread; 30-105 Smoke Developed
Redwood:10 Flame Spread; 10-115 Smoke Developed

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes & ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, product identification, classification, and Underwriter's Laboratory label.

APPROVAL: Listed as exterior type fire retardant treated lumber. Also approved for use as ignition

resistant materials as specified in Chapter 7A of the *California Building Code. The lumber
must be pressure treated with the fire retardant chemical at the factory under authorized
service inspection.

Corrected 9-25-12 il

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed
the test results and/or other data but does not make an independent verification of any claims. This listing is not
an endorsement or recommendation of the item listed. This listing should not be used to verify correct
operational requirements or installation criteria. Refer to listee’'s data sheet, installation instructions and/or other

Date Issued: July 01, 2021 Listing Expires ~ June 30, 2022

Authorized By: DAVID CASTILLO,, M.E., F.P.E.

Fire Engineering Division
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